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SECTIONB
SUPPLIES OR SERVICES AND PRICES

ITEM NO. 11 Helicopter equipped with a fixed tank,

Host Base(s)

Name: Hemet, CA  National Forest: Cleveland
Location: Hemet, CA Alrport

Mandatory Availability Period and Net Days
BASE YEAR
July 1, 2008 — November 27, 2008 150 Days

Mandatory Availability Period

OPTION YEARS
July 1 — November 27 150 Days

Mandatory Availability Period

Daily Availability Offer Rate

Daily Availability BASE
Base Year 2008 150 DAYS :$ 13,500.00 '4’ $ 2,025,000.00 2008
Daily Availability i Option 1
Option Year 1 2009 150 pays |s_ 1360000 .. |4 2,040,000.00 2009
Daily Availability . S Onption 2
Option Year 2 2010 150 DAYS | § 13,700.00 $ 2,055,000.00 2010
Dally Availability Option 3
Option Year3 2011 150 pAys | 1380000 /¢ 2,070,000.00 2011
Specified Hourly Flight Rate *375 See Exhibit 12 $
Hours
*“*Optional Use Rate BASE
Base Year 2008 HR $ N/A 2008
**Optional Use Rate Option 1
Option Year 1 2009 HR $ NiA 2009
**Optional Use Rate Option 2
Option Year 2 2010 HR $ N/A 2010
**Dptional Use Rate Option 3
Option Year 3 2011 HR $ N/A 2011

. *Estimated number of flight hours per year is for estimation purposes only, the Government does not guarantee any flight
hours under this contract.
**Optional Use Rate will not be used in the evaluation of proposals.

ITEM NO. 11

Make: SikOl'Sky
Model: _S-61

Series: N Model

N Number See Attached
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SECTIONB
SUPPLIES OR SERVICES AND PRICES

ITEM NO. 12 Helicopter equipped with a fixed tank.

Host Base(s)

Name: Casitas,CA  National Forest: Los Padres
Location: Casitas Helibase

Mandatory Availability Period and Net Days

BASE YEAR
July 1, 2008 — November 27, 2008 150 Days
Mandatory Availability Period
OPTION YEARS
July 1 — November 27 150 Days
Mandatory Availability Period
Daily Availability Offer Rate
Daily Availability BASE
Base Year 2008 150 DAYS | $ 13,500.00 d $ 2,025,000.00 2008
Daily Availability Option 1
Option Year 1 2009 150 DAYS | & 13,600.00 d $ 2,040,000.00 2009
Daily Availability Option 2
Option Year 2 2010 150 DAYS | § 13.700.00 $ 2,055,000.00 2010 5
Daily Availability o Option
Option Year 3 2011 150 DAYS [§ ™ 13,800.00 $ 2,070,000.00 2011
Specified Hourly Flight Rate *375 See Exhibit 12 $
Hours
*Optional Use Rate BASE
Base Year 2008 HR $ N/A 2008
**Qptional Use Rate Option 1
Option Year 1 2009 HR $ N/A 2009
**Optional Use Rate Option 2
Option Year 2 2010 HR $ N/A 2010
“*Qptional Use Rate Option 3
Option Year 3 2011 HR $ N/A 2011

*Estimated number of flight hours per year is for estimation purposes only, the Government does not guarantee any fiight
hours under this contract.
**Optional Use Rate will not be used in the evaluation of proposals.

ITEM NO. 12

Make: Sikorsky
Model; _S-61

Series: N Model

N Number See Attached

29



Solicitation No. AG-024B-5-08-9003
Large Fire Support Helicopter Services

SECTION B
SUPPLIES OR SERVICES AND PRICES

ITEM NO. 12

Contracted Helicopter Equipped Weight

. 5 d
Equipped Weight {see definition) See Altache ibs Is required
8
Equipped Weight with tank and snorkel ee Aflached Ibs is required
or
. . . N/A . .
Equipped Weight with Bucket Ibs is required

Includes any associated suspension hardware {cables, connectors,

Approved HOGE Performance

HOGE with bucket= (enter maximum allowable payload) N/A

or
HOGE with tank= (enter maximum allowable payload) o 2oned
Note:

For the purpose of evaluating helicopter performance and computing the Interagency Load
Calculation, only current, applicable FAA approved Performance Charts shall be used.

Relief Crew Costs Per Person

Cost from Contractors Home Base to Host Base for contract relief costs, per person,
$_228.00 (see C.42). The relief costs will be reviewed prior to award and prior to

each renewal option period.

o

Amendment 01
Dated April 4, 2008
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ZHELICO

EXTERNAL TANKED AIRCRAFT

ITEM NUMBER - 12

Aircraft Aircraft External Tank Bucket HOGE Tank Bucket

Equipped Wt. Equipped Wh. Equipped Wt. Payload Payload
N4503E (8) 11027 12013 N/A 18800 4802 N/A
N116AZ (S) 11023 12008 N/A 18800 4606 N/A
N612RM (S) 11026 12012 N/A 18800 - 4603 N/A
N7011M (8) 11018 12004 N/A 18800 4611 N/A
N612AZ (S) 11027 12013 N/A 18800 4602 N/A
N103WF (S) 11012 11998 N/A 18800 4617 N/A
N61NH (8) 11024 12010 N/A 18800 4605 N/A
N410GH (8) 11526 12512 N/A 18800 4103 N/A
NSOSAL (S) 11283 12269 N/A 18800 4346 N/A
N725JH (S) 11694 12680 N/A 18800 3935 N/A

NOTE: S = Standard Category

Tank payload represents performance @ 7000' and =20C
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SECTION B
SUPPLIES OR SERVICES AND PRICES

ITEM NO. 13 Helicopter equipped with a fixed tank.
Host Base(s)

Name: Van Nuys, CA  National Forest: Angeles
Location: Van Nuys National Guard Base

Mandatory Availability Period and Net Days

BASE YEAR

July 1, 2008 — November 27, 2008 150 Days
Mandatory Availability Period

OPTION YEARS

July 1 — November 27 150 Days

Mandatory Availability Period

Daily Avallabllity Offer Rate

Daily Availability / BASE
Base Year 2008 150 DAYS | $ 13,500.00 $ 2,025,000.00 2008
Daity Avaitability ; Option 1
Option Year1 2009 150 pays |g 1360000 , |4 2,040,000.00 2009
Daily Availability Option 2
Option Year 2 2010 150 DAYS | $ 13.700.00 v $ 2,055,000.00 2010
Daily Avaitability Option 3
Option Year 3 2011 150 _pays | g 1380000 . |4 2,070,000.00 2011
Specified Hourly Flight Rate *375 See Exhibit 12 $
Hours
**Optional Use Rate BASE
Base Year 2008 HR $ N/A 2008
“*Qptional Use Rate | Option 1
Option Year 1 2009 HR $ N/A 2009
**Optional Use Rate Option 2
Option Year 2 2010 HR $ N/A 2010
*QOptional Use Rate Option 3
Option Year 3 2011 HR $ N/A 2011

"Estimated number of flight hours per year is for estimation purposes only, the Government does not guarantee any flight
hours under this contract.
**Qptional Use Rate will not be used in the evaluation of proposals.

ITEM NO. 13

Make: _Sikorsky
Model:; _S-61

Series: _N Model

N Number See Attached
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SECTION B
SUPPLIES OR SERVICES AND PRICES

ITEM NO. 13

Contracted Helicopter Equipped Weight

, . See Attached
Equipped Weight {see definition) 8¢ Attache Ibs is required
See Attached
Equipped Weight with tank and snarkel e ache Ibs is required
or
N/A

Equipped Weight with Bucket fbs is required
Includes any associated suspension hardware (cables, connectors,

Approved HOGE Parformance
HOGE with bucket= (enter maximum allowable payload)
or
HOGE with tank= {enter maximum allowable payload) See Altached
Note:

For the purpose of evaluating helicopter performance and computing the Interagency Load
Calculation, only current, applicable FAA approved Performance Charts shall be used.

Relief Crew Costs Per Person

Cost from Contractors Home Base to Host Base for contract relief costs, per person,

$_228.00 (see C.42). The relief costs will be reviewed prior to award and prior to

gach renewal option period.

Amendment 01
Dated April 4, 2008
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ITEM NUMBER - 16

o

#HELICOPTE

EXTERNAL TANKED AIRCRAFT

Aircraft Aircraft External Tank Bucket HOGE Tank Bucket

Equipped WL Equipped Wt. Equipped Wi Payload Payload
N4503E (S) 11027 12013 N/A 18800 4602 N/A
N116AZ (S) 11023 12009 N/A 18800 4606 N/A
N612RM (S) 11026 12012 N/A 18800 4603 N/A
N7011M (S) 11018 12004 N/A 18800 4611 N/A
N612AZ (S) 11027 12013 N/A 18800 4602 N/A
N103WF (S) 11012 11998 N/A 18800 4617 N/A
N61NH (S) 11024 12010 N/A 18800 4605 N/A
N410GH (S) 11526 12512 N/A 18800 4103 N/A

N905AL (S) 11283 12269 N/A 18800 4346 N/A
N725JH (S) 11694 12680 N/A 18800 3935 N/A

Tank payload represents performance @ 7000 and =20C

- [NOTE: S = Standard Category
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SECTION B
SUPPLIES OR SERVICES AND PRICES

ITEM NO. 23

Contracted Helicopter Equi d Wei
See Attached

Equipped Weight (see definition) Ibs is required
d
Equipped Weight with tank and snorkel e 1 2o Ibs is required
or
) , , N/A ) .
Equipped Weight with Bucket tbs is required

Includes any associated suspension hardware (cables, connectors,

Approved HOGE Performance

HOGE with bucket= (enter maximum allowable payload) N/A

or
HOGE with tank= (enter rﬁaximum allowable payload) See Attached
Note:

For the purpose of evaluating helicopter performance and computing the Interagency Load
Calculation, only current, applicable FAA approved Performance Charts shall be used.

Relief Crew Costs Per Person

Cost from Contractors Home Base to Host Base for contract relief costs, per person,
$_228.00 (see C.42). The relief costs will be reviewed prior to award and prior to
each renewal option period.

Amendment 01
Dated April 4, 2008
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SECTIONB
SUPPLIES OR SERVICES AND PRICES

8.7 Acceptable Work Schedules
Exclusive Use [] 12/2 O 1212 X Other
If “Other” is checked, Identify requested schedule, which is subject to approval by Contracting Officer.
Note: All personnel shall be under the same work schedule. Day’s off schedule may vary.
B-8 Standby Hours Per Day
9 Hours Standby per day
B-3 Extended Standby Hourly Rate
$43.00 per hour
B-10 Overnight Allowance (Specified)
Rates as published in Federal Trave! Reguiations See Section C
B-11 Standard Per Diem Rate (Specified)
Rates as published in Federal Travel Regulations See Section C.
B-12 Contractor Furnished Special Requirements (Note: CO check those that apply)

(X Weight of the passenger seats will not be included in the equipped weight.
] Rappel Capability (Exhibit 17)
[ Litter Kit with Litter{s)
B4 wire Cutters if available (Exhibit 5)
[J FAA Over water Kit (in accordance with 14 CFR Part 91.33 Partb (11))
OVER WATER SPECIALIZED EQUIPMENT REQUIREMENTS DESCRIBED BELOW:
Per 14 CFR Part 91.509(b} to include: Life raft(s} capable of transporting all occupants
(Maximum seating capability). Personal Fiotation Device (MAE WEST) for all occupants.
Life raft (s) and personal flotation devices must meet all applicable Federal Aviation
Regutations for certification and recertification.
[ rixed Suppressant/Retardant Delivery Tank (Exhibit 5)
X Fixed Suppressant/Retardant Tank with Self-Filling Capability (Exhibit 5}
Or
Variable Capacity Collapsible Bucket(s) {Capable of being fransported in cabin or baggage
compartment or external basket) must meet Section C-4.D.21 requirements
[ extended Height landing gear applies to type I helicopters with fixed tank only, e.g. cross tubes,
similar to DART extended height 39 inch Landing Gear Kit, part number D205-594-011, that
insures a minimum of 12 inches clearance hetween the attached delivery tank and ievel ground.
Dart Extended Height Access Step or equivalent must be provided with minimum of one step half
the distance to the skid.
B4 If aircraft is standard category and equipped with fixed tank, landing gear configuration must
insure a minimum of 12 inches clearance between the aftached delivery tank and level
ground. {Does not apply to Standard category aircraft offered as limited use)

78
Amendment 01
Dated April 4, 2008
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SECTION B
SUPPLIES OR SERVICES AND PRICES

B-7 Acceptable Work Schedules

Exclusive Use [] 122 [0 1212 [J Other
If “Other” is checked, Identify requested scheduls, which is subject to approval by Contracting Officer.

Note: All personnel shall be under the same work schedule. Day’s off schedule may vary.

B-8 Standby Hours Per Day
9 Hours Standby per day
'B-9 Extended Standby Hourly Rate
$43.00 per hourr -
B-10 Overnight Allowance (Specified)
| Rates as published in Federal Travel Reghlations See Section C
B-11 Standard Per Diem Rat‘e {Specified)
Rates as published in Federal Travel Regulations See Section C.
B-12 Contractor Furnished Special Réquirements (Note: CO check those tl_l'at apply)

X Weight of the passenger seats will not be included in the equipped weight. -
[] Rappel Capability (Exhibit 17) ' ' ,
[] Litter Kit with Litter(s)
[X] Wite Cutters if available (Exhibit 5) ‘
.1 FAA Over water Kit (in accordance with 14 CFR Part 91.33 Part b (11)) ‘
OVER WATER SPECIALIZED EQUIPMENT REQUIREMENTS DESCRIBED BELOW:
Per 14 CFR Part 91.509(b) to inciude: Life raft(s) capable of transporting all occupants
(Maximum seating capability). Personal Flotation Device (MAE WEST) for all occupants.
Life raft (s) and personal flotation devices must meet all applicable Federal Aviation -
Regulations for certification and recertification.
[ ] Fixed Suppressant/Retardant Delivery Tank (Exhibit 5)
X Fixed Suppressant/Retardant Tank with Self-Filling Capability (Exhibit 5)
Or
Variable Capacity Coltapsible Bucket(s) (Capable of being transported in cabin or baggage
compartment or external basket) must meet Section C-4.D.21 requirements :

[] Extended Height landing gear applies to type I helicopters with fixed tank only, e.g. cross tubes,
similar to DART extended height 39 inch Landing Gear Kit, part number D205-594-011, that
insures a minimum of 12 inches clearance between the attached delivery tank and level ground.
Dart Extended Height Access Step or equivalent must be provided with minimum of one step half
the distance to the skid. ' : '

DX if aircraft is standard category and equipped with fixed tank, landing gear configuration must
insure a minimum of 12 inches clearance between the attached delivery tank and level
ground. (Does not apply to Standard category aircraft offered as limited use)

78
Amendment 01

Dated April 4, 2008









HELICOPTERS, INC.

B-7 — Acceptable Work Schedules

Carson Helicopters, Iinc. (CHI) requests a work schedule for all personnel working under
RFP AG-024-B-S-08-9003 of 12 days on / 12 days off.

CHI would like to reserve the right to employ personnel during their 12 days off for relief purposes
only, provided that person has received a minimum of two (2) calendar days off since their last duty

day.

This will allow CHI to ensure maximum availability under this Contract for Flight Crew and Duty
Limitations as outlined in Section C-16.

Steve Metheny
Exec. Vice President

828 Brookside Blvd, Grants Pass, OR 97526 WEB: www.carsonheli.com
(800) 344-7930/ (541) 244-2034 " FAX: (541) 955-9205 EMAIL. admin@carsonheli.com
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SECTION C
DESCRIPTION/SPECIFICATIONS/EXHIBITS

9. FAA-approved double-strap shoulder harness with automatic focking inertia reels for each

10.

11.

12.

13.

14.

15.

16.

7.
18.

front seat occupant. Shoulder straps and fap belts shall fasten with one single-point, metal-to-
metal, and quick-release mechanism. Standard factory shoulder harnesses are acceptable
for Aerospatiale and Bell transport category helicopters. Military style harnesses are
acceptable. (Exhibit 4, Restraint Systems Condition [nspection Guidelines).

FAA approved single diagonal shoulder harness with inertia reel integrated with the lap seat
belt with one single point metal to metal, quick release mechanism for each passenger
position. For aircraft equipped with airfine type seats, a single or double FAA approved
shoulder harness integrated with seat belt with one single point metal-to-metal quick release

mechanism for each passenger position.

One flight hour meter {(Hobbs) installed in a location observable by the pilot and front seat
observer while seated. The meter shall be wired in series with a switch on the collective _
control, and a switch activated by engine or transmission oil pressure or equivalent system, to

record flight time (in hours and tenths of hours) only.

External load operations from other than the manufacturer’s designated pilot station
(right seat in most helicopters) are allowed only with an approved FAA Supplemental:
Type Certificate (STC) or field approval and designation on the aircraft Interagency
Data Card. For single piloted aircraft, field approvals in lieu of STCs are not acceptable
unless operational gauges are Installed in a manner which allows observation while the

pilot’s focus is on the external load.

Convex mirror for observation of external loads and landing gear (not required for aircraft
equipped ONLY for vertical reference operations). . :

The Fire extinguisher(s) shall be a hand-held bottle, fully charged, with a minimum of 1.5 .
pounds capacity and 2-8:C rating, maintained in accordance with NFPA 10 and mounted with

a quick release attachment accessibie to the flight crew while seated. '

Standard Category helicopters with a floor height greater than 18-inches shall have an
approved personnel access step to assure safe entrance and exit from each door of the
heficopter. A section of external cargo rack may be utilized as a step by providing a clear

space covered with non-skid material.

Complete set of current aeronautical charts covering area of operation. The Cantractor shall
be responsible for providing navigation publications.

Dual controls are required for pilot evaluafions.

One or more independently switched white or white and red strobe light(s) mounted on top of
the helicopter or otherwise visible from above.

In accordance with 14 CFR 27.1401, Anti-coilision Light System {d) Color. Each anti-collision
light shall be aviation red and shall meet the applicable requirements of 14 CFR 27.1397. In
order to meet contract specifications, Contractors shall obtain FAA approval (FAA Form 337)

to alter the aircraft, if applicable.

Amendment 1
Dated Aprit 4, 2008
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SECTION C
DESC RIPTION/SPECIFICATIONS/EXHIBITS

19. High visibility markings on main rotor blades (Exhibit 6, High Visibility Markings on Main Rotor
Biades). .

20. Cargo Hook

a.

One cargo hook that may be loaded and locked in a single motion with one hand, and is
rated at the maximum lifting capacity of the aircraft.

As a minimum, the cargo hook shall be completely disassembled and lnspeeted with
repairs made as required, lubricated, and a fuli-load. operat:onal check in accordance with

manufacturers recommendations.

21. Variable capacity coliapsible bucket(s) (For bucket-equipped helicopters)

a.

' One (n collapsnble variable capacity water/retardant buckets shail be furnished under this

Contract

The bucket, at 100 percent of manufactures rated capacity (+/ -5%) shall be_

"commensurate with the maximum OGE lifting capability of the helicopter at 5000 PA and

30 degrees C with a 200 pound pilot(s) and 1 1/2 hours of total fuel. The bucket shail be.
capable of being operated with al! increments of the long-line. No partial dips allowed.

Environmental operating conditions may dictate the need for more than one size bucket.

d. Helicopters equipped with electronic helicopter hook load measuring system (load

cells) that provide a cockpit readout of the actual external load and a bucket that is
equipped with a gating system and/or a powerfill bucket that allows part. of the
load to be released while retaining the remainder of the load are approved in lieu
of the second bucket. .

Capacity of each position or adjustment level shall be marked on the bucket.
Collapsibie buckets with cinch straps shall only be adjusted to the marked
graduations (i.e., 90%, 80%, 70%). Attempts to establish intermediate graduations
or capacities below the manufacturer's minimum graduation (by tying knots, etc. )
are proh|b1ted Powerfill buckets do not need to be cinched.

An Operations Manual for the type bucket(s) provided shall be available on site.

Either the weight of the bucket or capacity at each adjustment level shall be marked on the
bucket or the operator shall have a written statement of the maxumum ¢apacity {weight) at

each adjustment point.

The jettison-arming switch, if applicable, shall be in the armed position during externat

- load operations. S
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C-5

" SECTION C
DESCRIPTIONISPECIFICATIONSIEXHIBITS

Ai_rcraft Maintenance

1.

. General

The Contractor shall be capable of providing field maintenance support to each helicopter for
extended pericds during heavy use.

Helicopters shall be operated and maintained in accordance with 14 CFR requirements and
manufacturers’ recommendations. Special equipment and/or modification of the helicopter to meet
requirements of this contract shali be inspected, repaired, and altered in accordance with 14 CFR

~ requirements and manufacturer's recommendations or engineered data and, if required, be FAA

approved. All "time change” components, including engines, shall be replaced upon reaching the
factory recommended time, or FAA approved extension'if applicable. Aircraft operated with

.components and accessories on approved TBO extension programs are acceptable, provided the .

Contractor who provides the aircraft is the holder of the approved extension authorization (not the

~ owner if the aircratft is leased), and shall operate in accordance with the extension.

10.

11.

12.

FAA, CFR 14, Part 145 Repair Stations, may be used for specific maintenance functions that
the repair station is certified for. The aircraft must be retumed to service under the repair
station certificate, and not under an individual’s certificate for the repair station; for
example repairman or AP mechanic. The repair station may not be used in lieu of the

.carded mechanlc required by this contract.

Compliance with mandatory manufacturers’ service bulletins, FAA ADs, and the correction of
maintenance deficiencies shall be accomplished prior to the start and during the period of Contract

performance.

Contract performance may subject the aircraft engine to frequent smoke, sand and dust ingestion.
All-aircraft shail comply with the erosion inspection procedures at the recommended intervals in
accordance with the engine operation and maintenance manual for the Contracted aircraft.

All maintehance performed shail be recorded in accordance with 14 CFR 43 and 91 including
helicopter time-in-service and hour meter reading. .

A copy of the current maintenance record required by 14 CFR 91 shali be kept with the aircraft.

Maintenance of aircraft records shail be in accordance with the FAA Advisory Clrcular (AC) No.
43-9C as revised. . )

The Contractof shall immediately notify the CO of any change of an engine, power train, control, or
major airframe component and cwcumstances inducing the change.

Routine maintenance shall be performed before or after the daily standby or as approved by the
Co.

All inspection times and intervals shall comply w:th the Contractor's FAA Approved Maintenance
Program

l_nspectuons shall be performed in a maintenance facility, or in the best field conditions available.

Ameandment 01
Dated April 4, 2008
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: SECTIONC
DESCRIPTION/SPECIFICATIONS/EXHIBITS

2. Restricted Category. An audio control system shall be provided for the pilot and check/co-

pilot. The system shall provide controls for selection of multiple receiver audio outputs and
transmitter microphone/PTT audio inputs. The system shall also provide separate controls for

‘adjustment of both Intercommunication System (ICS) and receiver audio output leveis.

F.  Transmitter Selection and Qperation

1.

Standard Category. Separate transmitter selection controls shall be provided to the
microphone/PTT inputs of both the pilot and observer/co-pilot. The system shall be
configured so that the pilot and observer/co-pilot may each simultaneously select and utilize a
different transmitter (or Public Address (PA) System when installed) via their respective
microphone/PTT. Whenever a transmitter is selected, the companion receiver audio shall
automaticaily be selected for the corresponding earphone. Transmitter sidetone audio shall
be provided for the user as well as for cross monitoring via the corresponding receiver
selection switch on the other audio control system.

Restricted Category. A transmitter selection control shall be provided for the microphone/PTT
inputs of the pilot and check/co-pilot. The system shall be configured so that the pilot or '
check/co-pilot may select and utilize a transmitter via their microphone/PTT. Whenever a
transmitter is selected, the companion receiver audio shall automatically be selected.
Transmitter sidetone audio shall be provided for the operator as well as for cross monitoring.

G. Receiver Selection and Qperation

1.

Standard Category. Separate controls shall be provided for both pilot and observer/co-pilot to
select audio from one or any combination of available receivers. The aft exit passenger

~ positions (two positions minimum) shall monitor the receiver(s) as selected by the

observer/co-pilot unless the aft exit passenger positions have an independent audio control
system(s). Aft exit audio control system(s) (if installed) shali provide selected receiver audio
to appropriate required aft passenger positions (two positions minimum}).

Restricted Category. Separate controts shall be provided for selection of audio from one or
any combination of available receivers. '

H. Radios and Systems

As a minimum, the audio control system(s) shall provide for selection of all installed radios and PA -
systems. '

I. Earphones and Microphones

1.

Standard Category. The audio system shall be designed for operation with 600-chm
earphones and carbon-equivalent, noise-canceling boom-type microphones (Gentex electret
type Model 5060-2, military dynamic type M-87/AIC with CE-100 TR preamplifier, or
equivalent). Only the pilot's position may be configured for low impedance (dynamic)
operation,
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C. All avionics systems requiring an antenna shall be instalied with a properly matched aircraft-
~ certified, broadband antenna unless otherwise specified. .

D. Antennas shall be polarized és required by the avionics system and have a Voltage Standing
Wave Ratio (VSWR) iess than 2.5 to 1.

E. Labeling and marking of all avionics controls and equipment shail be clear, understandable,
-legit_)le, and permanent. Electronic label maker marking is acceptable. -

F. Avionics equipment mounting location and installation shall not interfere with passenger safety,
space, and comfort. Avionics equipment will not be mounted under seats designed for energy
attenuation. In all instances, the designated areas for collapse shall be protected.

C-10 Operations
A.  General

1. Regardiess of any status as a public aircraft operation, the Contractor shall operate in accordance
- with thelr approved FAA Operations Specifications and all portions of 14 CFR 91 {(including those
portions applicable to civil aircraft) and each certification required under this Contract unless
otherwise authorized by the CO.

2. A Government representative may inspect the pilot's Interagency Helicopter Pilot Qualification
Card for currency before any flight. The Government has mission control and can delay,

terminate, or cancel a flight at any time. -

3. The government recognizes the ever-increasing difficulty operators are encountering in hiring
mission-qualified pilots. In response to this situation the government has developed provisions for
coniractors to conduct "On Contract” pilot operational training. This program has been designed.
with the intent of providing cperational training opportunities to contractors seeking to upgrade
pilots into new aircraft, and to provide operational training for pilots with little or no previous
natural resource/wildland fire experience. This program contains significant conditions and
restrictions. Adherence to these guidelines is critical for success of the program. See Exhibit 19

B. Pilot Authority and Responsibilties

1. The Pilot-In-Command (PIC) is responsible for the safety of the aircraft, loading and unloading of
occupants and cargo. The pilot shall comply with the directions of the Government, except when
in the pilot's judgment compliance will be a violation of applicable federal or state regulations or
contract provisions. The pilot has final authority to determine whether the flight can be
accompiished safely and shall refuse any flight or landing which is considered hazardous or

unsafe.

2. The pilot is responsible for computing the weight and balance for all flights and for
assuring that the gross weight and center of gravity do not exceed the aircraft's
limitations. Pilots shall be responsible for the proper loading and securing of all cargo.
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C. IFR/Night Flight '

Requires US Forest Service approval.

D. Flights with Cowling(s) or Doors Qpen/Removed

The Contractor is responsible for remaovai, reinstailation and security of the doors. Al loose items

- must be secured prior to flight with doars open/removed {velcro is not considered a secure
attachment). Flights with cowlings removed are not permitted. The aircraft external registration
number shall be displayed in such a manner to not be compromised.

E. Bucket Operations

The following procedure shall be used for all bucket operations:

- 1. betérrnine allowable payload using the Interagency Helicopter Load Calculation, app:_'opri'ate
HOGE helicopter performance charts, and current local temperature and pressure aftitude.

Partial dips for performance planning purposes are not authorized.

2. At the beginning of the fuel cycle, bucket capacity shall be adjusted sé that the bucket, when filled

to the adjusted capacity, does not exceed the aliowable payload.

3. Helicopters equipped with electronic hook load meaéuring systems that proVide cockpit readout of

the actual external load and a bucket that is equipped with a gating system that aflows-part of the
* load to be released while retaining the remainder of the load is authorized. :

4. For calcuiation of the allowable bucket payload use 8.3 pounds per gallon for water. When mixed

fire retardant is being delivered by bucket, use the actual weight per gallon of the mixed retardant.

.5, Bucket capacity at each position or adjustment level shall be marked on the bucket. Coliapsible
buckets with cinch straps shall only be adjusted to marked graduations (i.e., 90%, 80%, 70%).
Intermediate graduations or capacities below the manufacturer's minimum graduation (by tying
knots, etc.} are prohibited. _

6. Buckets shall be attached directly to the beily hook unless the pilot is approved for vertical
reference.

7. Extension (Tag) lines of less than 50-feet are not permitted for bucket 6perations

8. Aircraft equipped with a tail rotor and conducting external load operations (excluding class A
loads) will be limited to an airspeed of 80 knots indicated or the airspeed limitation established by
the rotorcraft flight manual, whichever is less. All other aircraft conducting external load
operations shalt comply with applicable Rolorcraft Flight Manual Limitations.

9.” When conducting external load operations, rotors will remain above the canopy, or aircraft will

operate within an opening no less than 1 % times the main rotor diameter (e.g. an aircraft with a
48" main rotor diameter wouid require a 72' diameter opening). T
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F. Dual Controls ‘ | i

Dual controls are required and shall be made accessible to an approved agency Helicopter Inspector
Pilot (HIP) for all pilot performance evaluations. During flight operations the front seat not occupied
by a pilot may only be occupied by a Helicopter Manager, or a briefed and authorized aerial observer. 7

G. Exemption for Transportation of Hazardous Material (HazMat)

1. Helicopters may be required to carry hazardous materials. Such tranéportation shall be in

C-11

D. The contractor shall ensure that they are in compliance with 40 CFR Part 112: Qil Pollution

accordance with DOT Special Permit and the DOI or FS Aviation Transport of Hazardous
Materials Handbook/Guide (NFES 1068). A copy-of the current Special Permit and
handbook/guide and emergency response guide shall be aboard each aircraft operating under the

provisions of this Special Permit and can be found at this website:
hitp://amd.nbc.govAibrary/handbooks.htm

Itis the responsibility of the Contractor to enistire that Contractor employees hévé’received

. training in the handling of hazardous materials in accordance with 48 CFR 172.

Documentation of this training shall be retained by the company in the employee’s records
and made available to the Government as required. Training is available at this website:
https:/iwww.iat.qov/Training/modules/a110/pre-110.html.

. The pilot shall ensure personnel are briefed of specific actions required.in the event of an

emergency. The pilot shall be given initial written notification of the type, quantity, and the
location of hazardous materials placed aboard the aircraft before the start of any project.
Thereafter, verbal notification before each flight is acceptable.- For operations when the type and
quantity of the materials do not change, repeated notification is not required.

Contractor's Environmental Responsibilities

The Contractor is responsible to ensure that all maintenance, fueling, and flight activities do not
cause environmental damage to property or facilities. . ,

The Contractor shall be responsible for all cleanups of fuel, oil, and retardant contamination on

- airport ramps, retardant sites, parking areas, landing areas, efc., when caused by Contractor

aircraft or personnef when cleaning paved areas, the contractor shall utilize cleaning agent that
are biodegradabie and non-toxic. Contaminated soils shall be removed to _appropriate containers

and disposed of as hazardous waste.

The Government may, at its option, assign an area to be utilized by the Contractor for storage of
equipment used in support of Contract performance. Oil, solvents, parts, engines, etc. shall be
stored and utilized in a manner consistent with acceptable safety, health and environmental

concerns. '

Prevention; Spill Prevention, Contrel, and Countermeasure Plan Requirements (SPCC).

An SPCC plan is required for each mabile fueier used on this contract regardless of bulk storage
container (tank) size. | ' '
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C-12 Personnel

"A. General

1.

Pilots, fuel servicing personnel, and mechanics shail spéak English fluently and communicate
clearly. .

Only essential crewmembers are authorized on tactical flight missions. The Mechanic and
Fuel Service Vehicle Driver are considered non-essential crew members and are not aliowed

to be onboard the helicopter during tactical flight missions.

B. Rilot Approvals and Qualifications and Backgroﬂnd Investigation

1.

Applicants shall provide the required information to Immanue!l West at iwest@fs fed.us or by fax
- to (505) 563-9991. Mr. West can be reached at (505) 563-9211. Once the information is
.received, the applicant will be sent the information needed to access the secure on-line database
system so they can complete their SF-85P electronically. A paper version of the SF-85p will pot
be accepted. Applicants can obtain information about the new investigation process at

Interagency Pitot Inspectors will verify that CBntractor pilots meet the experience and
qualification requirements under this contract. :

Each PIC shall, at the discretion of the Government, pass an agency flight evaluation check.
The flight check will be in an aircraft supplied by the Contracior at no expense to the .
Govemment. The satisfactory completion of the evaluation flight will not substitute for any of the
total flight hour requirements listed in this clause. - : '

Pilots shall complete appropriate portions of the Helicopter Pilot Qualifications and Approval
Record (Form FS-5700-20a) prior to helicopter pilot inspector evaluation. When approved,
each pilot will be issued an Interagency Helicopter Pilot Qualification Card documenting:
Company, make, model and series of aircraft approved to operate and the missions each pilot
is approved to perform. Pilot cards are contractor specific and are non-transferable. The
regional helicopter inspector pilot, with the concurrence of the natignal helicopter program
manager, will be the final authority in determining the number of aircraft and/or vendors for
which the pilot will.be carded.

Upon award the successful bidder will furnish and immediately submit a completed electronic
Standard Form (SF) 85P and supporting documents to immanuel West of the U.S. Forest
Service for all pilots operating under this contract. The following information will be required

- for each pilot to be reviewed: :

a. Complete name (first, middle, last)

b. Date of birth

¢. Place of birth

d. Social security number

€. Working contact phone number. ‘
f. Contractor email address will be provided

http://www.usda.qov/da/pdsd/. Costs incurred for background investigations will be recovered by

the government for all pilots investigated by issuance of a Bill for Collection
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D. Pilot Requirements - Experience

Pilots shall have accumulated as pilot-in-command (PIC) the minimum flight hours listed below.
Flight hours shall be determined from a certified pilot log. Further verification of flight hours may
be required at the discretion of the CO,

1. All Helicopters | Minimum Experience Flying Hours

Total Time.........coococc....... i, e, e et e 1,500
Pilot —in-command hours:
Total Pilot-in Command (Helicopter) ............cccvveeeeeeeeeee et eeeenas st ateererserenanesne 1,500
Helicopter, Preceding 12 months ... et e e s r bt e te e e er e e aeannterenes 100
Weight Class S OO [+ ¢ ;
Make and Model 50*
Make, Model, Series, and Last 12-Months. ... . . feereeerrerern e annrans 10

, ' : And , _
Turbine helicopter operations...................ooooveooioo 100

, Or ‘ ' _

Piston helicopter operations.......... b ianrer ettt e retr ettt e e e bas et e st s o s bee e as teenrtesran 200

* Flight hour requirements may be reduced by 30% if the piiot submits evidence of satisfactory
completion of the manufaclure’s approved pilot ground and flight procedures training in the applicable

make and model. .

2. Additional Sgecial Mission Requirements:
Contract Pilot-in-command - , - ) :
{(as related to the applicable Special Mission approval): Minimum Experience Fly_ing Hours

Mountain Flying (see 1)............. e n e et e st e e e et e ee e et e ea s 200
Mountain Flying Experience - Make and Model........... - . ettt ettt aaer e 10
Long Line Vertical Reference (VTR) EXPerience. ..o 10
Annual Long Line VTR Recurrency TRAINING ..o 2

1 Mountain Flying - Helicopter Pilot: 200 hours experience operating helicopters in mountainous
terrain identified in 14 CFR 95 Subpart B-Designated Mountainous Area. Operating includes
maneuvering and numerous takeoffs and landings to pinnacles, ridgelines and confined areas.

E. Pilot- Equipment Proficiency

Pilots shall be required to demonstrate proficiency with all mission equipment.

F. Pilot - Vertical Reference Proficiency

1. Pilots may be required to demonstrate this capability during an agency evaluation. (Exhibit
10, lnteragency Guidelines for Vertical Reference/External Load Training Standards)

2. Vertical reference qualified pilots shall maintain proficiency in vertical reference or external
load operations. When active under Contract for a penod of 30-conseculive days and no
vertical reference activity occurs, the pilot will be provided a 1-hour proficiency flight at
Government expense. This will include snorkel operations on tanked aircraft.
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Duty includes flight time, ground duty of any kind, and standby or alert status at any location.

During times of prolonged heavy fire activity, the Government may issue a notice reducing the
pilot duty-dayfflight time and/or increasing off-duty days on a geographical or agency-wide
basis. : ‘

Flights point-to-point (airport to airport, heliport to heliport, etc.) with a pilot and co-pilot shall
be limited to 10-flight hours per day. (A helicopter that departs “Airport A,” flies
reconnaissance on a fire, and then flies to “Airport B,” is not point-to-point).

Pilots may be relieved from duty for fatigue or other causes created by unusually strenuous o
severe duty before reaching duty limitations.

When pilots act as a mechanic, mechanic duties in excess of 2-hours will apply as flight hours
0On a one-to-one basis toward flight hour limitations. :

Relief, additional, or substitute pilots reporting for duty under this Contract shal! furnish a
record of ali duty and ail flight hours during the previous 14-days. '

D. Mechanics

1.

Within any 24-hour period, personnel shaif have a minimum of 8 consecutive hours off duty
immediately prior fo the beginning of any duty day. Local travel up to a maximum of 30
minutes each way between the work site and place of lodging will not be considered duty time.
When one-way travel exceeds 30 minutes, the total travel time shall be considered as part of
the duty day. . Note: The above travel time in excess of 30 minutes is considered duty time
but is not compensable under standby or extended standby.

Mechanics will have a minimum of 2 full calendar days off duty during any 14 day period.
Days need not be consecutive. :

Duty includes standby, work, or alert statué at any location.

Mechanics may be removed from duty for fatigue or other causes created by unusually
strenuous or severe duty before reaching duty limitations.

The mechanic shall be responsible to keep the Government apprised of their ground duty
limitation status.

When the mechanic serves as the fuel servicing vehicle driver, the more stringent of
the duty limitations apply. '

-E. Euel Servicing Vehicle Drivers

1.

tis the Contractors’ responsibility to insure that employees comply with DOT Safety
Regulation 49 CFR Part 390-399, including duty limitations.

- Amendrment 01
Dated April 4, 2008
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.Re-inspection Expenses

When re-inspection is riecessary because Contractor equipment and/or personnel did not satisfy the
initia! inspection, or when inspecting substitute personnel and/or equipment subsequent to the initial pre-
use inspection, the Contractor may be charged the actual costs incurred by the government in performing
the re-inspection. Re-inspections will be performed at a time and location mutually agreed to by the
Contractor and CO. :

C-23

A

C-24

Inspections During Use.

At any time during the Contract period, the CO may require inspections/tests as deemed
necessary to determine that the Contractor's equipment and/or personnel currently meet
specifications. Government costs incurred during these inspections will not be charged to the

" Contractor.

Should the inspedionsltests reveal deficiencies that require corrective action and subsequent re-
inspection, the actual costs incurred by the Government may be charged to the Contractor.

When the aircraft becomes unavailable due to mechanical breakdown, the Government reserves
the right to inspect the aircraft after the Contractor's mechanic has approved the aircraft for return
to service. For items covered under 14 CFR.135.415, the Contractor shall furnish the CO with a
completed copy of FAA Form 8010-4, Malfunction or Defect Report, or a Helicopter Association
International (HAI) Maintenance Malfunction/Information Reporting Form 9 (as applicable).

Contract Period and Renewal Option -

The Contract period shall extend from date of the award through April 30, 2009. However, at the
option of the Government, the Contract may be renewed for additional 1 year option periods not to
exceed three option periods, provided that the CO serves notice of intent to renew at least 60-days
prior to Contract expiration. The renewal will be with the same terms and conditions. Availability
shall be offered for base year and each optional renewal period (See Section B, Schedule of ltems);
however, the non fuel portion of the Government established flight rate will be subject to the
provisions of Section D, Economic Price Adjustment Clause.

C-25

A

Mandétory Availability Period _(MAP) Including Extended and Optional Use

MAP will begin on the date stipulated in the Schedule of Items uniess:

1. The Government fails to award the contract at least 10 days prior to the established start date
Or

2. By mutual consent, a new starting date is established. When a new starting date is
established, the number of net days in the MAP will remain the same.

Extended Use. The MAP may be extended on a day-to-day basis either prior to the starting date
or subsequent to the ending date set forth in the Schedule of ltems provided that no break in
service occurs and that such extension is agreed to by both parties in writing prior to extension
and that all terms, conditions, and specifications contained in this contract apply.
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D. In addition to the $500 per day, an overnight allowance will be paid when authorized. Extended

standby does not apply to additional crewmembers ordered under this clause.

E. Payment of necessary and reasonable transportatlon costs to and from the location of the aircraft

C-36

C-37

is authorized. Itemized receipts shall support claims for reimbursement and shall be kept on file
by the contractor. Copies of receipts shali be provided to the government upon request.

Reimbursement for Mobilization and Demohilization Costs

The Contractor is responsible for ail mobilization and demobilization costs to the initial host base
and from the final hast base location.  When the initial dispatch is to an alternate base, the
Government shall be entitled to the equivalent of one round trip at no cost from the Contractor’s
home base to the initial host base and return from the finai host base. -

Payment for SubstitutelReplacement Aircraft

When substitute or replacement aircraft are approved for use by the Contractlng Offi icer, the following
payment terms will apply:

A.

=38

Availability - The same rate applicable to the aircraft that is being substituted or replaced.

Flight - The rate applicable to the make, model and series of the substltute or replacement
aircraft.

Meals

No charge will be made for meals furnished by the Government.

C-39

Payment for Fuel Servicing Vehicle Mileage

Mileage for the fuel-servicing vehicle will be paid when it is dispatched by the Government to give
service support to helicopters away from the host base as follows:

$3.51 per mile - where the carrying capacity of aircraft fuel is 1,500-galions or more
$2.45 per mile - where the carrying capacity of aircraft fuel is at least 750 gallons to 1,499 gallons
$1.83 per mile - where the carrying capacity of aircraft fuel is at least 350 galions to 749-gallons

$ 1.35 per mile - where the carrying capacity of aircraft fuel is less than 350-gallons -

Amendment 01
" Dated Aprif 4, 2008
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C-40 Payment for Fuel Transportation

A. The Government will reimburse the Contractor for costs incurred in transportation of helicop_ter
fuel to sustain Government operations under the following conditions:

1. When Contractor's fuel servicing vehicle cannot travel to an assigned alternate base of
‘ operations due to lack of road access.

2. When Contractor has to arrange for fuel support at an assigned altgrr)ate base of o;_)eration to
provide a supply for helicopter flights until the Contractor’s fuel-servicing vehicle arrives on

site, '
B. The CO will designate the method of transportation and the gallons to be transported.

C. When the CO orders the Contractor to transport fuel by air, the flight time required to transport the
fuel will be paid at the Contract flight hour rate. :

D. When the CO orders transportation of fuel by commercial carrier, reimbursement will be
- based on supporting itemized paid receipts and provided to the CO, upon request.

E. Inthe event the Government furnishes fuel to the Contractor, fuel cost will be charged based
upon rates at the nearest accessible point fuel is commercially available. Such fuet costs will be
deducted from any sums otherwise due the Contractor on the Flight Use Invoice. _

C-41 Payment for Foam Concentrate

- A. Payment for approved foam concentrate, when ordered by the CO and furnished by the
Contractor, will be made on an actual cost basis. Supporting itemized paid receipts will be
provided to the CO upon request.. ‘

B. Any foam concentrate provided by the Contractor shall be on the ist of Approved Foam Products
found at the following website: www.fs.fed.us/rm/fire.

C-42 Payment for Costs Away from the Host Base

A. When Contractor's aircraft is dispatched away from the host base, the Government will authorize
“payment for additional necessary and reasonable costs involved in transporting authorized relief
crewmembers to and from alternate bases when approved in advance by the Contracting Officer.
These costs are limited to the actual transportation of the individual: i.e., airplane tickets, car
rentals, etc. Salary costs for the Contractor's employee(s) while in trave! status is not a cost for
which the Government will reimburse the Contractor.

B. The Contractor will be reimbursed for the difference between the normal cost of transportation
from the CONTRACTOR'S BASE OF OPERATIONS to the HOST BASE and the
CONTRACTOR'S BASE OF OPERATIONS to the ALTERNATE BASE.

C. Prior to the Mandatory Availability Period the Contractor shall provide the Contracting Officer with
a written statement that itemizes the normal cost of transportation from the Contractors Base of
Operations to and from the host base. ‘
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IATB Interagency Airtanker Board
HOS Helicopter Operations Specialist
ICAQ ~ International Civil Aviation Organization
IFR Instrument Flight Rules
IMC Instrument Meteorological Conditions
M&IE Meals and Incidental Expenses
~MSL Mean Sea Level
NTSB ~ National Transportation Safety Board
NOTAM Notice to Airmen
PA Public Address System
PASP . Project Aviation Safety Plan
PIC Pilot-in-Command
PTT Push-To-Talk
RAO Regional Aviation Officer
RASM ‘ Regional Aviation Safety Manager
‘RON Remain-Over-Night
SiC Second-in-Command/Co-Pilot
SPCC Spill Prevention, Control and Countermeasure Plan Requirements
STC Supplemental Type Cettificate
TBO Time Between Overhaul
TCAS Traffic Collisien Avoidance System
USFS United States -Forest Service
VFR Visual Flight Rules
- VNE Velocity Never Exceed
VSWR - Vollage Standing Wave Ratio
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EXHIBIT 3 :
ALASKA SUPPLEMENT (Cont)

The appropriate type of fuel (Avgas or Jet fuel}, in one of the following grades will be avaitable at each
location:

AVGAS ' JET FUEL

100 Jet A

100LL Jet A-50
JetB

Jet-4 or JP-5 or JP-8

All lubricating oil, parts, and supplies shall be furnished and transported by the Contractor o the assugned
work location. .

The Contractor shall furnish for each aircraft a portable hand or electrically operated fuel pump, barrel stem
hoses, and filtration system for refueling in remote areas.

The filtration system shall include a unit that accomplishes water separation with positive shut-off. The size of
the filtration system unit shall be compatibie with pump size. One acceptable three-stage unit is FACET part
number 050971. if this model FACET is used, the third stage monitor should be a Velcon part number CDF-
210K that is rated to 10 GPM. Also acceptable are Velcon filter spin on 5 micron cartridges, part number
40505SP, rated to 13-GPM; or Velcon VF-31 with 1 micron cartridge element, part number ACO-21005B,
rated to 15 GPM. All filtering components shall be changed annually or sooner if needed and the date of the
change shalt be placarded on the canister.

‘he Contractor shall furnish two complete spare filter changes.

AVAILABILITY OF MECHANICS -

The mechanic shall be present for all operations in Alaska. The mechanic shail accompany the heficopter to
any assigned work location. The cost of the mechanic shall be included in the Daily Availability Rate.

| (2) SECTIONC Payment for Availability

Operations in Alaska will be scheduled by the Government in accordance with flight tlme/duty time
limitations. The schedule will not exceed:

SINGLE CREW: Maximum 14 hour per day PIC, or PIC and SIC.

DOUBLE CREW: Maximum 24 hours per day..
Measurement of availability will be reduced, as specified below, for each hour or portion thereof
service is listed as unavailable to the Government. Single or double crew Periods of Unavailability will -
be accumulated for the day and posted on the Flight Use Invoice as actual clock unavailability. There
will no longer be a need to round to the nearest quarter hour or reduce unavaitability by 1/56.

Availability, as measured above, will be pand at the appl;cabie rate appearing in the Schedule of
ttems
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EXHIBIT 4
'RESTRAINT SYSTEMS CONDITION INSPECTION GUIDELINES

A. Federal Aviation Regulatlons require that occupant restraints systems are to be replaced in aircraft .
manufactured after July 1, 1951; such systems shall conform to standards established by the FAA. ;
These standards are contamed in Technical Standard Order TSO-C22. Restraint system eligible for S
installation in aircraft may be identified by the marking TSO-C22, TSO-C114 on the webbing, or by a
military designation-number since military systems comply with the strength requirements of the TSO.

Aircraft manufacturer installed restraint systems with part numbers are acceptable. Each system
shall be equipped with an approved metal-to-metal Iatchmg device. .

B. Federal Aviation Regulations provide minimum mspectson guidance, other than to state, that mildew- ‘
and fraying may render the restraint system un-airworthy and that suspected webbing should be L
tested for tensile strength. The tensile strength requirement for a single person system is 525 pounds S

(most systems are rated at 1, 500 pounds).

C. Unacceptable Condition Criteria:

Frayed (5%) Inoperable Broken . Missing
Tom Damaged Excessive Wear illegible
Crushed Corroded Missing

Swollen Excessive Wear

Creased

Deteriorated

D. References:

14 CFR 91.205
14 CFR 21.607
AC 21-34
TSO-C22

© TSO-C114
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EXHIBIT 7
ADDITIONAL AVIONICS EQUIPMENT (Cont)

Note: It is highly recommended that a programming “cheat sheet” accompany the fuel servicing

vehicle,

D. VHF-FM Portable Radio

1.

A VHF-FM two-way portable radio operating from 150 MHz to 174 MHz. The radio shall provide -
selection of either wideband (25.0 kHz) or narrowband (12.5 kHz) channel spacing on each
channel. The radio shall be frequency-synthesized, equipped with a CTCSS sub-audible tone
encoder having a minimum of 32 selectable tones meeting the current TIA/EIA-603 standard, and
develop a minimum of 1 watt nominal output power but no more than 10 watts nominal output
power. Modified or Family Service Radios (FSR) are not acceptable. :

Transceivers shall be sét to operate in the analog narrowband mode unless local requirements
dictate otherwise, All radios must have the ability to be programmed in the field by the radio
operator without the ald of a computer or the services typically found in a radio shop.

-When'the above Fuel Service Vehicle Radlo requirement is met with the use of a VHF-EM

portable radio with output power booster, that portable VHF-FM radio may be used to
comply with this section as long as the portable radio complies with all specified VHF-FM
Portable Radlo-requirements. The VHF-FM portable radio used in the fuel service vehicle
must be removable and still operate as a portabie radio.

At least two fully charged batteries per radio are required at the beginning of each shift.
The contractor supplied batteries must operate the portable radio throughout the shift. Itis
highly recommended that all portable radios utilize an AA alkaline battery clamshell. A
source of 115 VAC power may not be avallable for rechargeable batteries.

Al VHF - transceivers (aeronautical, mobile, and portable) furnished to meet the requirements of
this contract must be multimode (P25) digital by January 1, 2010. Only P25 compliant '
transceivers will be acceptable after this date. :

Note: It is highly recommended that a programming “cheat sheet” accompany the VHF-FM portable
radio. Additionally, the radio should have a carrying case or chest pack carrier and utilize AA batteries

Amendment 01
Dated April 4, 2008
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SECTIONC
DESCRIPTION/SPECIFICATIONS/EXHIBITS ‘

EXHIBIT 8 _
FUEL SERVICING EQUIPMENT REQUIREMENTS (cont

B." Equipment

1.

Each aircraft fuel servicing tank vehicle shall have two fire extinguishefs, each ha'ving a rating of
at least 20-B: C with one extinguisher mounted on each side of the vehicle. Extinguishers shali
comply with NFPA 10 Standards for Portable Fire Extinguishers.

Fuel tanks shall be designed to aliow contaminants to be removed from the sediment settiing
area.

Only hoses compatible with aviation fuel shall be used for servicing. Hoses shall be kept in good
repair. The hose shall be at least 50 feet in length, minimum of Y: the rotc_Jr diameter plus 20 _feet

for rapid refueting.

Fuel nozzle shall include a 100-mesh or finer screen, a dust protective device, and a bonding
cable with clip or plug. Except for closed circuit systems, no hold-open devices will be permitted.

An accurate fuel-metering device for registerihg quantities in U.S. gallons of fuel pumped shall be
provided. The meter shall be positioned in full view of the fuel handler while fueling the helicopter.

Fuel servicing vehicle shall have adequate bonding cables.

Fuel servicing vehicles shall comply with DOT and EPA requirements for transportation
and storage of fuel, and.shall carry sufficient spill response materials to absorb or contain
up to 5-galions of petroleum product spillage and shall have access to spill response
resources for spills greater than 5 gallons. The Contractor is responsible for proper
disposal of all products used in the cleanup of a spill in accordance with the EPA, 40 CFR

261 and 262, -

C. Markings

1,

3.

Each fuel-servicing vehicle shall have "NO SMOKING” signs with 3-inch minimum letters visibte
from both sides and rear of vehicle. : '

Each vehicle shall also be conspicuously and legibly marked to indicate the nature of the fuel.
The marking shall be on each side and the rear in letters at least 3 inches high on a background
of sharply contrasting color such as Avgas by grade or jet fuel by type. Example: Jet-A white on
black background. ) _

All fuel-servicing vehicles shall be placarded in accordance with 49 CFR 172.
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b.

C.

_ SECTION C
DESCRIPTION/SPECIFICATIONS/EXHIBITS

- EXHIBIT 8
FUEL SERVICING EQUIPMENT REQUIREMENTS (Cont)

Drain all filter/separator drain vaives and check for water and other contaminants. Draw off- -
any accumulation of water. : :

Draw off a sample from the fuel nozzie. Sample shall be collected in a clean, clear glass jar
and examined visually. Any visual water, dirt, or filter fibers are not acceptable.

2. During Helicopter Fueling Process

a.

b.

Check sight gauge for water, if equipped

Visually inspect fueler for leaks. Repair as necessary.

3. Weekly

a.

e.

With.pump operating, pressure flush filter assembly. Continue flush operation until sample is
clear, clean, and bright. : , '

Time flow rate with full open flow from nozzle. Record galions-per-minute to nearest 1/10
gallon. .

Check condition of covers, gaskets, and vents. -

Inspect all fire extinguishers for broken seals, proper pressure, and recharge date. Recharge
as necessary.. ' -

' Inspect hoses for abrasions, separations, or soft spdfs. Weak hoses will be replaced.

4. Record Keeping. (Records'to be kept with the Fuel Truck) The fuel handler shal keep a record
* containing the following information: (as a minimum) ' '

a.

Condition (clean, clear, bright, etc.) of fuel sample at:
1. Nozzle ‘.
2. Filter Sump
- 3. Tank Sump
Flow rate in' gallons per minute to the nearest 1/10 gailon
Filter change (reason & date) |
Record of source, Iocatioh, when and quantity of fuel loaded into servicing vehicle

Fuel servicing vehicle tank ports will be secured and locked to prevent access by
unauthorized individuals. _
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'SECTION C

DESCRIPTION/SPECIFICATIONS/EXHIBITS
EXHIBIT 12

HELICOPTER SERVICES HOURLY FLIGHT RATES, FUEL CONS

UMPTION, AND WEIGHT REDUCTION CHART

9411412008

Effective Aprif, 14, 2008
FOR CONTRACTS AWARDED 2068 -2011 [CWN/Exclusive ulgj
APRIL 2008 HOURLY LOAD CALCULATION Weight |
COMPANY AIRCRAFT TYPE FUEL CONSUMPTION (galihe) FLIGHT RATE ($/HR) - Reduction (fbs}
ABUSTA WESTLAND AW 119 Koala 55 $1,076 230
AW 139 128 —$2.172 Not Established
EH 101 ZH 4,755 Not Established
AERDSPATHLE SA 31SB 58 1,526 ” 180
$A 3168 58 1,526 170
SA 318C 45 1,397 80
SA 3198 45 1,401 150
AS 3304 179 363 NIA
SA 33201 160 1% NIA
SA 331G 35 372 170
AS 150B/3508A [ $986 13
AS 35081 [T $991 6!
AS 35052 48 $1,005 16i
AS 35083 50 $1.064 175
AE 3500 38 $955 1730
AS-355F -1/355F-2 58 $1,215 140
A5 365H1 87 $1,94€ 278
EC 120 3l $760 Hot Esiablishegd
EC 13064 53 1,010 Not Established
EC 135 54 1,256 220
| EC 145 ) 1,553 Nol Estabiished
EC 15581 85 $2,051 Not Established
EC 225 183 $3,589 Not E: b
BELL: 47/50L0Y 23 - $613 120
: 204B (UKi-1 Serles} [ 31,520 F00
204 Super B o0 1,564 200
205A-1 [T 1,845 260
205A-1++ Ex 1,585 260
20880 25 T41 B
206B- 11 27 763 30
206L-1 37 804 50
20613 38 $037 80
206Ld 38 $922 &
10 50 1,580 260
2 100 7,508 390
48 80 $2,4650 380
1481 145 $2.3% ELD)
21457 33 $2,826 420
TI2A 70 $1.706 Not Established
2228 83 1,792 Mot Established
22207 a3 $1,792 Not Esiabjished |
a7 45 51,306 155
[1F 110 1,871 330
412HP 170 547 390
UH1B [ 1 WA
- UH 18 Super 88 52 NA
UH-1F_ 88 1,589 WA
OH-TH (13 engine) [T} $1,52 A
UH-TH (17 engine) 30 31,561 NIA
TH-1L 58 $1,52 N/A
BOEING; BV-107 180 $3,674 NIA
Bv-234 405 $6.692 NFA
HILLER: 51374 21 $590 ()
. H-11008 p¥: §761 130
UH-12/S0ly 23 $672 100
KAMEN: HA3-F 85 31516 NA
K-1200 (3 $1,654 WA
MBB: BO105CAS 55 $1,196 180
BK-117 77 $1,678 160
McDONNELL- 500C 23 761 ng
DOUGLAS: §00D/E 28 782 126
i 520N 32 819 100
530F T} $876 170
SOON 41 $974 155
9001502 83 $1,360 210
SIKORSKY CH 830 425 $6.558 Ni&
CH 54/5 64 525 §7,145 NIA
B S5-55T 47 $1.101 170
S-58DIE 83 1,602 NIA
S5BT/PTET-3 115 2,093 300
S-BATIPTET-6 15 2,003 460
581N 170 $3,487 NiA
S-B3A 70 1,306 360
$.70 160 3,327 NIA
5-76C~ 30 1,853 Not Established
592 178 2.952 Nol Esiabiished
AVERAGE GALLOM PRICE: JET FUEL: $5.36
Amendment 01
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) SECTION C

DESCRIPTION/SPECIFICATIONS/EXHIBITS

Weight Reduction value, for make & model, can be found in the current helicopter procurement
document (contract). ' ‘ '

9. ADJUSTED WEIGHT - Line 7b minus Line 8.

10. GROSS WEIGHT LIMITATION - Enter applicable gross weight limit from Limitations section of the
basic Flight Manual or the appropriate Flight Manual Supplement. This may be Maximum Gross
Weight Limit for Take-Off and Landing, a Weight/Altitude/Temperature (WAT) limitation or a Maximum
Gross Weight Limit for External Load (jettisonable). Limitations may vary for HIGE, HOGE and HOGE-

J.

11. SELECTED WEIGHT - The lowest weight, either line 9 or 10, will be entered for alf loads.
Applicable limitations in the Flight Manual must not be exceeded.‘

12. OPERATING WEIGHT - Use the value entered in line 6.

13. ALLOWABLE PAYLOAD ~Line 11 minus Line 12. The maximum allowable weight '(passengers
and/or cargo) that can be carried for the mission. Allowaple Payload may differ for HIGE, HOGE and

HOGE-J.

14. PASSENGERS AND/OR CARGO - Enter paésenger names.and weights and/or type and weights
of cargo to be transported. Include mission accessories, tools, gear, baggage, etc. A separate manifest

may be used.

15. ACTUAL PAYLOAD ~ Total 6f all weights listed in ftem 14. Actual payload musi not exceed
Allowable Payload for the intended mission profile, i.e. HIGE, HOGE or HOGE-J.

Both Pilot and Helicopter Manager must review and sign the form. Check if HazMat is being
transported. Manager must inform the pilot of type, quantity and location of HazMat onboard.
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SECTION G ,
DESCRIPTIONISPECIFICATIONSIEXHIBITS
, EXHIBIT 13 '
INTERAGENCY HELICOPTER LOAD CALCULA'_I'ION {Cont)
INTERAGENCY HELICOPTER , MODEL
LOAD CALCULATION :
OAS-67/FS 5700-17 (11/03) [
PILOTS) _ DATE
MISSION ' : T T
T | DEPARTURE T ) PA T OAT

7 | DESTINATION ) PA OAT

<
4

L]
| L :
3 | HELICOPTER EQUIPPED . | J bUao - | !g}_&gﬁbﬂv M

4 | FLIGHT CREWWEIGHT

5 | FUELWT{ galions X __7___|bs per gal)

8 | OPERATING WEIGHT (3 +4+5)

Non-Jettisonable Jettisonable
HIGE ROGE : HOGE-J

7a | PERFORMANCE REF

-{List page/chart from FM)

76 | COMP GROSS WT

{Req for all Non-fettisonable)
B WT REDUCTION

{Req for ail Non-Jettisonable)
] ADJUSTED WEIGHT

(7b minus 8) )

10 7 GROSS WT LIMIT

(FM Limitations Section)

11 | SELECTED WEIGHT
“{Lowest of 9 or 10)

12 | OPERATING WEIGHT
{(From Line 6)

13 | ALLOWABLE PAYLOAD
{11 minug 12

14 | PASSENGERS/CARGO MANIFEST

18 ACTUAL PAYLOAD (Total of alt w.eights listed in item 14)
Line 15 must not exceed Line 13 for the intended mission

HazMat
PILOT SIGNATURE

Yes__ No__

MGR SIGNATURE
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_ . SECTION C :
DES‘CRIPTIONISPECIFICATIONSIEXHIBITS
. EXHIBIT 15
PERFORMANCE REPORT
To be completed al the end of the Mandatory Availability Period
CONTRACTOR'S NAME: CONTRACT # : AIC N-#
YOUR NAME: : EMAIL: AGENCY:
. YOUR ASSIGNMENT DATE: RELEASE DATE: PHONE #:
1.  Was the helicopter kept clean and neat? . : ] )
DOES NOT MEET REQUIREMENTS | 11 200 3[] ‘4 LI 500 | EXCEEDS ALL REQUIREMENTS

QUALITY COMMENTS:

2. Did the fuel truck Erovider reliable service?
_DOES NOT MEET REQUIREMENTS | : 1] 2T 307 4[71 5 Ll | EXCEEDS ALL REQUIREMENTS
QUALITY COMM_ENTS: '

a -3. Did the company keep you full informed on the condition of the r.re';v helicopter, and fuel truck? Yes [ ] No
DOES NOT MEET REQUIREMENTS | T[] 211 3T 4 w ] ‘ I EXCEEDS ALL REQUIREMENTS |
QUALITY COMMENTS: B o

4. Did the coniracior abide by all provisions of the contract? j Yes [ | No
DOES NOT MEET REQUIREMENTS | 110 27T 3T] 4[T s __| EXCEEDS ALL REQUIREMENTS
- COST CONTROL COMMENTS: ' ’

i 5. '_Would you take your next assianment with this contractor? Yes [ 1 No[]
DOES NOT MEET REQUIREMENTS | 101217 30 417 517 | EXCEEDS ALL REQUIREMENTS
“T CONTROL COMMENTS: .

6. Wa# the crew and helicopter supported by ihe company in a timely manner? Yes [ ] No[T]
TIMELINESS GF PERFORMANCE COMMENTS: . .

7. During any mechanical problems, were you informed of the problem and the progress of the work being done to fix
the aircraft? Yeos [ 1 No[]

DOES NOT MEET REGUIREMENTS | 10 200 3TT 41T 517 [ EXCEEDS ALL REQUIREMENTS
FTIMELINESS OF PERFORMANCE COMMENTS:

8.  Did the flight crewjfuel truckimechanic arive on time each day? Yeos [] No[J
DOES NOT MEET REQUIREMENTS 1 2[T 3 3 5 _EXCEEDS ALL REQUIREMENTS
TIMELINESS PERFORMANCE COMMENTS: —‘

8. Were crew changes handied with little or no confusion, and, was there a briefing between crew members being

Yes [J No[]

exchanged?
DOES NOT MEET REQUIREMENTS [ A0 20 3[4 L] 517 [ EXCEEDS ALL REQUIREMENTS

BUSINESS RELATIONS COMMENTS: i

10. Were you treated Tike a preferred customer? Yes [ ] No[]
DOES NOT MEET REQUIREMENTS | 100 2T7 alT 4 J 507 | EXCEEDS ALL REQUIREMENTS

BUSINESS RELATIONS COMMENTS:
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SECTIONC .
. DESCRIPTION/SPECIFICATIONS/EXHIBITS
~ EXHIBIT 16
DEPARTMENT OF LABOR WAGE DETERMINATION

REGISTER OF WAGE DETERMINATIONS UNDER ~ U.S. DEPARTMENT OF LABOR
THE SERVICE CONTRACT ACT ’ EMPLOYMENT STANDARDS ADMINISTRATION

By direction of the Secretary of Labor - WAGE AND HOUR DIVISION
. " WASHINGTON D.C. 20210

Wage Determination No.: 1995-0222

V\{Hiiam W. Gross Division of ' Revision No.: 23 :

- Director Wage Determinations Date Of Last Revision: 02/06/2008

. |

Nationwide: Applicable in the continental U.S. Alaska, Puerto Rico, Hawaii and Virgin Islands.

Employed on U.S. Gévemment contracts for aerial photographer, aerial seeding, aerial
Spraying, transportation of personnel and cargo, fire reconnaissance, administrative
flying, fire detection, air taxi mail service, and other flying services.

OCCUPATION CODE - TITLE - " MINIMUM WAGE RATE
31012 - Aertal Photographer 11.80
31011 - First Officer (Co-Pilot) - . 21.51
31010 - Airplane Pilot 23.62

EXCEPT SCHEDULED AIRLINE TRANSPORTATION AND LARGE MULTI-ENGINE AIRCRAFT
SUCH AS THE B-727, DC-8, AND THE DC-9. :

WAGE DETERMINATION - LOWER 48

Department of Labor Wage Determination Information

DOL WAGE DETERMINATION NO. 2005-2271, REV. 4, DATED 07/30/2007
Area: Cadillac Michigan, Wexford County

Minimum Hourly Wage

Occupation:  Aircraft Mechanic _ _ $21.38
Aircraft Mechanic Helper . $17.28
"Truck driver, Heavy Truck $17.53
Truck driver, Medium Truck T 31474

Truck driver, Light Truc_k : $14.35
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DOL WAGE DETERMINATION NO. 2005-2285, REV. 4 DATED 07/27/2007

Area: Ely, Minnesota, St Louis County :
Minimum Hourly Wage

Occupation:  Aircraft Mechanic $23.03
Alrcraft Mechanic Helper © 318,59
Truck driver, Heavy Truck $18.36
Truck driver, Medium Truck $14.48
Truck driver, Light Truck $13.92

DOL WAGE DETERMINATION NO. 2005-2081, REV. 4, DATED 09/27/2007

Area: Jeffco, Colorado, Broomfield
Minimum Hourly Wage

Occupation:  Aircraft Mechanic $23.41
Aircraft Mechanic Helper . $18.00
Truck driver, Heavy Truck : $20.37
Truck driver, Medium Truck _ : $19.586

- Truck driver, Light Truck . $15.48

DOL WAGE DETERMINATION NO. 2005-2023, REV, 7, DATED 09/27/2007

Area:  Prescott, Arizona, Yavapai County
" Minimum Hourly Wage

Occupation:  Aircraft Mechanic : $26.32
Aircraft Mechanic Helper $17.73
Truck driver, Heavy Truck $19.17
Truck driver, Medium Truck $18.71
Truck driver, Light Truck $13.61

DOL. WAGE DETERMINATION NO. 2005-231 7, REV. 4, DATED 08/14/2007

Area: Hamilton, Libby, Helena, Hungry Horse, and Bozeman, Montana, Statewide

Occupation: Aircraft Mechanic $18.37
Aircraft Mechanic Helper . $15.11
Truck driver, Heavy Truck $16.09
Truck driver, Medium Truck $18.56
Truck driver, Light Truck $12.67

DOL WAGE DETERMINATION NO. 2005-2361, REV. 5, DATED 09/27/2007
-'_-'—"_'—“-———-_-_—-__,._.,J___I_:_________

Area: Albuquerque, New Mexico, Bernaiillo County

Occupation:  Aircraft Mechanic . ' $18.94
Aircraft Mechanic Helper - ' - $13.80
Truck driver, Heavy Truck $17.53
Truck driver, Medium Truck $16.66
Truck driver, Light Truck - $13.34
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DOL WAGE DETERMINATlON NO. 2006-2025, REV. 4 DATED 7/18/2007
Area: Tucson, Arizona, Pima County

Occupation: Aircraft Mechanic ) $21.00
. Aircraft Mechanic Heiper ‘ $15.82
Truck driver, Heavy Truck $17.63
Truck driver, Medium Truck $18.22
Truck driver, Light Truck $31.46

DOL WAGE DETERMINATION NO. 2005-2159, REV. 4. DATED 08/17/2007
=2 WAGE DETERMINATION NO. 20052158, REV. 4; DATED 08/17/2007

Area: Grangeville, Lucky Peak (Boise), Pocatello, McCall, and Salmon, Idaho,
Idaha, Statewide

Occupation:  Aircraft Mechanic : $20.19
Alrcraft Mechanic Helper . $13.63
Truck driver, Heavy Truck . $15.02
Truck driver, Medium Truck $13.66
Truck driver, Light Truck ' $12.47 .

DOL WAGE DETERMINATION NO. 2005-2531, REV. 4, DATED 08/14/2007

Areé: Cedar City, Utah, Statewide_

Occupation:  Aircraft Mechanic $2255 .
Aircraft Mechanic Helper ‘ $15.54
Truck driver, Heavy Truck - $18.63
Truck driver, Medium Truck $16.84
Truck driver, Light Truck $12.36

DOL WAGE DETERMINATION NO. 2005-2511, REV. 4, DATED 05/29/2007
M

Area: Silver City, New Mexico, Grant County

Occupation:  Aircraft Mechanic $22.64
Aircraft Mechanic Helper $15.58

Truck driver, Heavy Truck ‘ $14.73

" Truck driver, Medium Truck . $14.19

Truck driver, Light Truck $12.39

DOL WAGE DETERMINATION NO. 2005-2083, REV. 4, DA@ 07/24/2007
- s ;

Area: Rifle, Colorado, Garfield County
Minimum Hourly WaQe

Occupation:  Aircraft Mechanic . ' $18.13
Aircraft Mechanic Helper $14.18
Truck driver, Heavy Truck $15.32
Truck driver, Medium Truck - $14.06
Truck driver, Light Truck $13.75
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 DOL WAGE DETERMINATION NO, 2005-2333, REV. 4, DATED 05/29/2007

*Area:  Reno, Nevada, Washoe County
Minimum Hburly Wage

Occupation:  Aircraft Mechanic $20.98
‘Aircraft Mechanic Helper $16.21
Truck driver, Heavy Truck $19.97
Truck driver, Medium Truck - $17.46
Truck driver, Light Truck $15.81

DOL WAGE DETERMINATION NO. 2005-2053, REV. 5, DATED 07/24/2007

Area: Hemet, and San Bernardino, California, San Bernardino & Riverside Counties

Occupation:  Aircraft Mechanic : $24.39
Alrcraft Mechanic Helper = - §17.24
Truck driver, Heavy Truck $20.95
Truck driver, Medium Truck $19.51
Truck driver, Light Truck $12.63

DOL WAGE DETERMINATION NO. 2005-2071, REV. 4, DATED 07/24/2007

Area: Casitas , California, Ventura County

Occupation:  Alrcraft Mechanic - _ ' $25.01
' Aircraft Mechanic Helper - $17.52

Truck driver, Heavy Truck $20.53

Truck driver, Medium Truck $14.76

Truck driver, Light Truck $13.95

DOL WAGE DETERMINATION NO. 2005-2047, REV, 4, DATED 07/24/2007

Area:  Van Nuys, California, Los Angeles County 7
Minimum Hourly Wage

Occupation; Aircraft Mechanic $26.83
Aircraft Mechanic Helper $18.79
Truck driver, Heavy Truck $20.08
Truck driver, Medium Truck $18.45

Truck driver, Light Truck i $12.63

DOL WAGE DETERMINATION NO. 2005-2063, REV. 4, DATED 07/19/2007

Area: Santa Maria, California, Santa Barbara County

Occupation: Aircraft Mechanic : $22.11
Aircraft Mechanic Helper $16.84
Truck driver, Heavy Truck ) $17.09
Truck driver, Medium Truck $17.73

Truck driver, Light Truck $12.33.
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'DOL WAGE DETERMINATION NO. 2005-2073, REV. 5, DATED 09/26/2007

Area: Porterville, California, Tulare County

Occupation:  Aircraft Mechanic $18.16
Aircraft Mechanic Helper $13.46
Truck driver, Heavy Truck $18.25
Truck driver, Medium Truck $15.45
Truck driver, Light Truck $14.32

DOL WAGE DETERMINATION NO. 2005-2055, REV. 4, DATED 08/31/2007 -
M

Area: Orland, Glen County, Montague, Siskiyou County, Pollock Pines, El Dorado County,
' Truckee, Nevada County, and Chester, California, Plumas County

Occupation:  Aircraft Mechanic $22.63
_ - Aircraft Mechanic Helper $16.09
Truck driver, Heavy Truck : $19.49

Truck driver, Medium Truck $17.91

Truck driver, Light Truck $13.49

DOL'WAGE DETERMINATION NO. 2005-2565, REV, 5. DATED 12/18/200

Area: Wenatchee, Washington, Chelan.County

Occupation:  Aircraft Mechanic . $23.66
Aircraft Mechanic Helper $18.43

~ Truck driver, Heavy Truck $16.95

Truck driver, Medium Truck $17.52

Truck driver, Light Truck "$11.02

DOL WAGE DETERMINATION NO. 2005—2645 REV. 4, DATED 07i18/2007

Area: Mariposa, California, Mariposa County
Minimum Hourly Wage

Occupation:  Aircraft Mechanic ' $20.96
Aircraft Mechanic Helper $15.20
Truck driver, Heavy Truck $16.03
Truck driver, Medium Truck . $13.11-
Truck driver, Light Truck . $11.51

DOL WAGE DETERMINATION NO. 2005-2439, REV. 5 DATED 08/21/2007
_'_————_m—_.._—l__+_—.__

Area: Prineville, Oregon, Crook County '
Minimum Hourly Wage

Occupation:  * Aircraft Mechanic $21.81
-Aircraft Mechanic Helper $1582
Truck driver, Heavy Truck $15.04
Truck driver, Medium Truck $16.40
Truck driver, Light Truck $12.98
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SECTION C
DESCRIPTIONISPECIF_ICATIONSIEXHIBITS
EXHIBIT 17
SUPPLEMENTAL RAPPEL REQUIREMENTS {cont.)
RAPPEL ANCHOR
Source 1
Heli-Tech

190 8. Danebo Ave.
Eugene, OR 97402
Tel. 541-344-2304

* STC No. SH261WE for Bell Medium Series
*  STCNo. SHA547NM for Bell 2061-4
*  STC No. SR00125LA-D for Eurocopter AS350 Series (Floor mounted kit)

Source 2

Aeronautical Accessories, inc.
P. 0. Box 3689

Bistol, TN 37625

Tel. 423-538-5151

*  STC No. SR01336AT for Belt 407 ! ,
o Inaddition to STC No. SR01 336AT for Bell 407 the Forest Service requires STC No.
, SH4547NM for the purpose of a spotter attachment point in this make and modei.
* STC No. SH2293S0 for Bell 206L-4 cargo let-down only

The FS has approﬁed three non-STC'd anchors for use in Interagency operations (the FS has no control over
. the availability of these designs): :

B Sikorsky S-58ET (Aris Helicopters)

01 Slkorsky S-58HT (Construction Helicopters)‘
'u Sikorsky S-61N (Coulson Aircrane)
Rappel Anchor Inspection

The owner shall assure that the rappel anchor is in condition to perform. STC'd rappel anchor kits will have
Instructions for Continued Airworthiness,

" The rappei anchors shall be visually inspected before and after each rappel operation. An annual inspection
will also be conducted. The manufacturer of the anchor is responsible for developing a maintenance
inspection, which ensures the continued airworthiness of the anchor. The owner of the anchor is responsible
for ensuring that the inspection{s) are conducted. Critical inspection of metal components can be achieved
using magnaflux, x-ray, sonics or dye-penetrate. No welding or major repairs will be accomplished without
prior approval of a USDA Forest Service or Department of the Interior Contracting Officer. Major repairs shall

only be performed by the STC holder or manufacturer.

All non-STC'd rappe! anchors shall be fabricated in arrnrdanss with sha coctasiate ootnoa . .
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installation and any subsequent inspection periods. The anchor will be inspected as part of the helicopter
equipment. : .
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EXHIBIT 19

“On Contract” Pilot Operational Training

Pilot "operaﬁonal training” may be éccomplished “on contract” provided the following criteria are met.

1. Training shall not interfere with the Scope of the Contract (government will determine what
constitutes interference). Note: Will be reviewed at pre-work conference.

2. Training may be suspended or terminated by the governmént at any time.

‘Contractor shall be respbnsible for all travel, per diem, and wage expenses of trainee pilots.
Contractor has an AMD / USFS approved “Pilot Operational Training Plan.”

Contractor shall maintain “On Contract’ training records documenting all phases of pilot

Training shall be accomplished only by an interagency ap'proved “Pilot Trainer” meeting the

following criteria:

3.
- 4,
5.
training.

6.

A

B.

C.

D,

E.

F

Holds a current and valid CFI; Rotorcraft-Helicoptér issued by the FAA, or is an FAA
designated company check aitman for their current employer .

Has held an interagency pilot card for a minimum of 5 of the last 7 years.

Holds a current and valid Interagency Pilot Card endorsed for all missions in which
training is to be provided.

Holds a current and valid interagency Pilot Card endorsed “Designated Pilot Trainer.”

Training Pilots are authorized to conduct training only for pilots holding an Intéragency
Pilot Card for the same designated contractor and endorsed “Trainee Oniy."

Training Pilots qualifications may be revoked at the government's discretion.

7. "Trainee” pilots shall meet the following criteria:
A. Meets all flight hour requirements* as outlined in C-12.D (with the following exceptions):

L. Operational Training flight hours may be used to satisfy all but the initial 10 hours
of the required flight hours for “Weight Class”

ii. Operational Training flight hours may be used to satisfy all but the initial10 hours
of the required flight hours for “Make and Model."

li. Operational Training flight hours may be used to satisfy the required flight hours
for “Mountain Flying - Make and Model.” :

iv. Operational Flight Training will not be used to accomplish the contractuaily
required 10 flight hours of long-line training.
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SECTIONE
SOLICITATION PROVISIONS

~ (4) Organizational Experience

a) Management Personnel
b) Pilot in Command

¢) Maintenance Personnel

The sub-factors are equal in importance

E-4 Contract Award

{a) Awards will be made to those offerors whose proposals are technically acceptable and
whose technical/price relationships are the most advantageous to the Government. The
Govemnment reserves the right to award any combination of tems or number of items.

(b} The offeror's technical proposal may become a part of any resultant contract. Offerors are hereby
advised that the Government will have the right to use, duplicate, or disclose in any manner and for any

negotiations if conducted.

E-5 Offeror Representations and Certifications-Commercial Items (FAR 52.212-3)
(NOV 2007) o :

An offeror shall complete only paragraph (1) of this provision if the offeror has completed the annual

‘presentations and certifications electronically at hito.florca bon.gov. If an offsror has not completed
he annual representations and certifications electronically at the ORCA website, the offeror shail

complete only paragraphs (b) through (k) of this provision.

(2) Definitions. As used in this provision—

“‘Emerging small business” means a small business concern whose size is no greater than 50 percent

of the numerical size standard for the NAICS code designated.

"Forced or indentured child labor" means all work or service—
(1) Exacted from any person under the age of 18 under the menace of any penalty for its
nonperformance and for which the worker does not offer himself voluntarily; or
(2) Performed by any person under the age of 18 pursuant fo a contract the enforcement of which

can be accomplished by process or penalties.

- "Manufactured end product” means any end product in Federal Supply Classes (FSC) 1000-9999,
except— :

(1) FSC 5510, Lumber and Related Basic Wood Materials;

(2) Federal Supply Group (FSG) 87, Agricultural Suppiies;

(3) FSG 88, Live Animals:

(4) FSG 89, Food and Related Consumables:

(5) FSC 9410, Crude Grades of Plant Materials;

(6) FSC 9430, Miscellaneous Crude Animal Products, Inedible:
Amendment 01

Dated April 4, 2008
(7} FSC 9440, Miscellaneous Crude Agricultural and Forestry Products;
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SECTION E
SOLICITATION PROVISIONS

(b} Taxpayer Identification Number (TIN) (26 U.S.C. 6109, 31 U.S.C. 7701). (Not applicable if the
offeror is required to provide this information to a central contractor registration database to be eligible
for award.}
(1) All offerors must submit the information required in paragraphs (b)(3) through (b)(5) of this
provision to comply with debt collection requirements of 31 U.S.C. 7701(c) and 3325(d), reporting
requirements of 26 U.S.C. 6041, 6041A, and 6050M, and implementing regulations issued by the
Internai Revenue Service (IRS).
{2) The TIN may be used by the Government to collect and report on any delinquent amounts
arising out of the offeror’s relationship with the Government (31 U.S.C. 7701(c)(3)). If the resulting
contract is subject to the payment reporting requirements described in FAR 4.904, the TiN
provided hereunder may be matched with IRS records to verify the accuracy of the offeror's TIN,
(3gxpa ver Identification Number (TIN).

TIN:
TIN has been applied for.

[T TIN is not required because:

[[] Offeror is a nonresident alien, foreign corporation, or foreign partnership that does not have
income effectively connected with the conduct of a trade or business in the United States
and does not have an office or place of business or a fiscal paying agent in the United
States;

[7] Offeror is an agency or instrumentality of a foreign government;

] Offeror is an agency or instrumentality of the Federal Government.

{4) Type of organization.
Sole proprietorship;
[[] Partnership;
orporate entity (not tax-exempt);
Corporate entity (tax-exempt);

[ 1 Government entity (Federal, State, or local);

[] Foreign govemment;

[] international organization per 26 CFR 1.6049-4;

] Other .

(5) Common parent.
fferor is not owned or controlled by a common parent;

Name and TIN of common parent:
Name
TIN

{c) Offerors must complete the following representations when the resulting contract will be
performed in the United States or its outlying areas. Check all that apply.

(1) Small business concern. The offeror represents as part of its offer that it [ is, [_] is not a small
business concern. '

{2) Veteran-owned smalf business concem. [Compiete only if the offeror represented itself as a
small business concern in paragraph (c)(1) of this provision.] The offeror represents as part of its
offer that it [_] is, [ is not a veteran-owned small business concem.

{3) Service-disabléd veteran-owned smalf business concern. [Complete only if the offeror
represented itself as a veteran-owned small business concem in paragraph (c}(2) of this
provision.] The offeror represents as part of its offer that it [_] is, & is not a service-disabled

veteran-owned small business concern.
Amendment 01
Dated Aprit 4, 2008
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SECTION E
SOLICITATION PROVISIONS

(i) The services under the contract are offered and sold regularly to non-Governmental
customers, and are provided by the offeror (or subcontractor in the case of an exempt
subcontract) to the general public in substantial quantities in the course of normal business
operations;
(ii) The contract services will be fumished at prices that are, or are based on, established
catalog or market prices (see FAR 22.1003-4(d)(2)ii));
(iif) Fach service employee who will perform the services under the contract will spend only
a small portion of his or her time (a monthly average of less than 20 percent of the available
hours on an annualized basis, or less than 20 percent of available hours during the contract
period if the contract period is less than a month) servicing the Government contract; and
(iv) The compensation {wage and fringe benefits) pian for all service employees performing
work under the contract is the same as that used for these employees and equivalent
employees servicing commercial customers.

(3) If paragraph {k)(1) or (k)(2) of this clause applies—
(i) If the offeror does not certify to the conditions in paragraph (k){1) or (k)(2) and the
Contracting Officer did not attach & Service Contract Act wage determination to the
solicitation, the offeror shall notify the Contracting Officer as soon as possible; and
(i The Contracting Officer may not make an award fo the offeror if the offeror fails to
exectte the certification in paragraph (k)(1) or (k){2) of this clause or to contact the
Contracting Officer as required in paragraph (k)3){i} of this clause.

(1)(1) Annual Representations and Certifications. Any changes provided by the offeror in
paragraph (1){2} of this provision do not automatically change the representations and
certifications posted on the Online Representations and Certifications Application (ORCA)
website.

{(2) The offeror has completed the annual representations and certifications electronically via the
ORCA website at hitp://orca.bpn.gov. After reviewing the ORCA database information, the offeror
verifies by submission of this offer that the representations and certifications currently posted
electronically at FAR 52.212-3, Offeror Representations and Certifications—Commercial ltems,
have been entered or updated in the last 12 months, are current, accurate, complete, and
applicable to this solicitation (including the business size standard applicable to the NAICS code
referenced for this solicitation), as of the date of this offer and are incorporated in this offer by
reference (see FAR 4.1201), except for paragraphs .

[Offeror to identify the applicable paragraphs at {b) through (k) of this provision that the offeror
has completed for the purposes of this solicitation only, if any.

These amended representation(s) and/or certification(s) are aiso mcorporated in this offer and
are current, accurate, and complete as of the date of this offer.

Any changes provided by the offeror are applicable to this solicitation only, and do not resuit in
an update to the representations and certifications posted on ORCA.]

Amendment 01
Dated April 4, 2008
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EXHIBIT 12

HELICOPTER SERVICES .
HOURLY FLIGHT RATES, FUEL CONSUMPTION AND WEIGHT REDUGTION CHART Q5Ha2008 ;
. Effective Way 18, 2008 , !
FOR CONTRACTS AWARDED 2008 -2011 {CWW/Exciusive Use)
APRIL 2008 LOAD CALCULATION : :
COMPANY . AIRCRAFT TYPE FUEL CONSUMPTION (qainz) __ HOURLY FLIGHT RATE (S4A) Weight Reduction {fhs) : .
AGUSTA WESTLAND AW 119 Xaals 3 8112400 2% ;
- AW 1D 123 .00 Not Esiabished :
EH 101 PIE §4,737.00 Not Established
AEROSPATIALE SA 3158 58 1,576.00 180 : i
SA316B 58 157600 170 B :
SA31EC [ 143006 . %0 i :
SAIB [3 §1,64000 150 :
AG 330J 170 §4.017.00 WA :
SA T32L1 0 $3,954.00 A
SAHIG [3 $1411.00 170
5 350BISHBA [3 $1,02500 %0
A5 35481 6 $1,081.00 160
AS 15062 M) SLMTE 60
[ ) $1,107.00 75
AS 350D 3 538800 130
AS-355% /3552 5 $128500 140
AS IB5N1 1 52021.00 pr3
EC 120 il $787.00 NotEstblished
L EC 13084 5 $1,056.00 ot Establiched
2 EC 155 [ $1.31200 P
: EC 146 [ Not Ectabished . H
G 16581 3 $2,13370 ‘Nof Egfabtished . .
EC 226 W8 $T47.00 Nat Estwbifshed
BELL: JTSOLOY 23 $62.00 120
2048 R [ §1.594.00 200
2064 B o0 $1.64200
20IA-1 [ 3162100 260
B %0 $158300 360
g8 28 ST63.00 100 :
2060-4H 37 §78T.30 130 !
SDeL-1 2 200 150
206L-3 38 $50.00 )
206L4 E] 6500 180
510 [ §1,658.00 750
2 0 30
48 ) $2,566.00 360
aB1 5 $241550 380
4T . 13 $2,941.00 0
%A T $1.76700 ot Extablishad
226 B 85000 ot Esiabieshed
22207 (3] $1.864.00 Nt Egtablished
407 s $1.073.06 155
42 110 06600 50
112HP 1ig $2.04200 300
W (3 §156500 NA_ L
H-18 ) $1.58700 NA ! ‘
UH-1F ) 53700 NiA : :
R VA-1H 113 engiag) a8 1,587.06 NA P, .
UH-1H {17 engine) 50 - 163960 NA :
: & . 159700 . NiA : :
R R ——

= . - ‘l
A e eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeee————————————————————————————————
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INTERAGENCY

S61N-CB

HELICOPTER LOAD CALCULATION

_ Electronic Version (1/04) N# N612AZ
| ILOT(S) PIC/SIC DATE 4/7/12008
Imission External Fixed Tank TIME 0800
1 DEPARTURE Heli-Base PA 7000 OAT 20 —
2 DESTINATION Wildiand Fire PA 7000 OAT 20
3 HELICOPTER EQUIPPED WEIGHT 12013
4 FLIGHT CREW WEIGHT 400

5 FUEL WEIGHT 255 gals X 7

6 OPERATING WEIGHT (3+4+5)

Ibs/gal

{From Flight Manual Performance Section)

Non-Jettisonable Jettisonable
HIGE HOGE HOGE- J
7a PERFORMANCE REFERENCE
(List chart/supplement from Flight Manual) P"s S-iit P'I! S-iv P, S-iv
7b COMPUTED GROSS WEIGHT I 20100 18800 18800

8 WEIGHT REDUCTION
(Required for alt Non-Jettisonable loads)

9 ADJUSTED WEIGHT
(7b minus 8)

10 GROSS WEIGHT LIMITATION
(From Flight Manual Limitations Section)

11 SELECTED WEIGHT
{Lowest of 9 or 10}

12 OPERATING WEIGHT
(From Line 6}

13 ALLOWABLE PAYL.OAD
(11 minus 12}

_AILOT SIGNATURE

MANAGER SIGNATURE &

HazMat Onboard

Yee X No




Weight & Balance



AIRCRAFT ACTUAL WEIGHT AND HORIZONTAL BALANCE. CHART B
S-61N MODEL HELICOPTER (Form 80-287)

Prepared By: Levi Philtips
Date:_. 1/4/2008____ Reg. No. N612AZ Serial No. 61297
0 SCALE SCALE
No. READING (lbs) | TARE | SYMBOL NET WEIGHT

LEFT MAIN POINT 1 5087.2 0 5087.2
Wi

RIGHT MAIN POINT 2 5167.2 0 5167.2
Wr

NOSE/TAIL POINT 3 1758.5 0 1758.5
Wt

TOTAL WEIGHT 12013 0 12013
w

Main
s=2614 *‘Jl Rotor Shaft
——— =22 e F=238" -{
4 Fwa L An
Jack Point Jack Point
O | o
—_—
D=287.6" Approx, —————

CENTER QOF GRAVITY TO FORWARD DATUM {HORIZ, DIST. — AS WEIGHED)

Weighing on Wheeils E+WtxD

w 221 +1758.5"2876= 263.1
Weighing on Jack Points E+WixF 12013

w

CORRECTED WEIGHT AND HORIZONTAL BALANCE

ITEMS ADDED & WEIGHT H??%%NTSF\?JST MOMENT
n LCN H

SUBTRACTED {Ibs) DATUM {Ib. in.}

Aircraft as Weighed 12013 263.1 3160620.3

Plus -

Minus -

TOTAL EMPTY/GROSS 12013 263.1 3160620.3

WEIGHT

BALANCE Horizantal Dist. —~ & = in. Fwd/Aft of Main Rotor Centroid
(corrected)

Form # 80-287

Witnessed By:
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